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NICHOLS 


ALUMINUM ROOFING AND SIDING SHEETS 


► COOLER BUILDINGS 

► FIRE RESISTANT 


► EASY TO HANDLE 

► NO PAINTING 


► NO UNSIGHTLY RUST 

► LIGHTER ROOF LOAD 



CORRUGATED RIDGE ROLL 

.032" gauge, 2.67" pitch to fit 
7 /l" depth corrugations. 19 " 

girth, 2" roll. Covers one sheet 
width — 35". Length 42". Packed 
25 pieces per carton. 


PLAIN RIDGE ROLL 

.032" gauge, 20" girth, 2" roll, 
10 ft. lengths. Packed 15 pieces 
per carton. 


SIDE WALL FLASHING 

.032" gauge, 2.67" pitch to fit %" 
depth corrugations. 14" girth, 8 
ft. lengths. Packed 15 pieces per 
carton. 


END WALL FLASHING 

.032" gauge, 2.67" pitch to fit 
7 / 8 " depth corrugations. 13-11/16" 
girth, 42" length. Packed 25 
pieces per carton. 


SHEET SPECIFICATIONS 


STANDARD ROOFING AND SIDING SHEETS 

Aluminum Sheets are available in .019" and .024" gauge. 
Weight per square .019" gauge — 30 lbs. .024" gauge — 
36 lbs. per square. Sheets are 26" wide — to give 24" cover¬ 
age. Available in 6, 7, 8, 9, 10, I I, and 12 ft. lengths. Sheets 
are packed 12 per bundle. 




INDUSTRIAL CORRUGATED SHEETS 

.032" gauge, 56 lbs. per square. Pitch 2.67", corrugation depth — y$" 
nominal. Width of roofing sheet — 35". Width of siding sheet — 33%". 
Coverage for both roofing and siding sheets — 32". Available in 5, 6, 7, 
8, 9, 10, II and 12 ft. lengths. Maximum uniform load per square ft. 
ranges from 20 lbs. for 7'-9" purlin spacing to 106 lbs. for 3'-6" purlin 
spacing. 































^ for ^ 

CORRUGATED AND 5V CRIMP 
ALUMINUM, COMPOSITION AND 
WOOD SHINGLED ROOFS 


10. ROOF EDGE 

Made in f i v < 


9. BARN BATTEN 

Available in 8 and 


EASY TO INSTALL 


250 ft. per car¬ 
ton. Specify style 


styles shown at 
right. Packed 1000 
ft. per carton. 
Specify style and 
length wanted. 


8. ROLL 

VALLEY 


Made in 

14", 

20" 

and 28" 

widths. 

One 

continuous 

roll of 50 

i ft. 

per 

carton. 


BUILDING CORNERS 


Made in four sizes. 3'/ 2 " (for 4" sid¬ 
ing), 5'/ 2 " (for 6" siding), 8" (for 8" 
siding) and 10" (for 10" siding). 
Packed 500 pieces per carton. 


EAVES TROUGH 


Made in 5" half round in 
10 ft. lengths. .027" thick 
(No. 23 U. S. Std. Ga.) 


Made in 3" diameter, plain or corru¬ 
gated. Furnished in 10 ft. lengths, 
.020" thickness (No. 26 U.S. Std. Ga.) 


V 


NICHOLS 


NevehstaiK 


ALUMINUM ROOFING ACCESSORIES 
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4. CORRUGATED AND 


5V CRIMP RIDGE ROLL 


Made in 12" girth, 2" roll. Covers 
one sheet width — 24". Length 28" 
with either l'/ 4 ", 2'/ 2 " or 5V corruga¬ 
tions to match roofing sheet. Packed 
25 and 100 pieces per carton. 


3. END WALL FLASHING 


10" girth, 28" length. Cov¬ 
ers one sheet width — 24". 
Available in l ! /»" and 2'/ 2 " 
corrugations to match roof¬ 
ing sheet. Packed 25 and 
100 pcs. per carton. 


6. GAMBREL ROOF JOINT 

12" girth, 28" length. Covers one 
sheet width — 24". Available in I 1 /*" 
and 2'/ 2 " corrugations to match roof¬ 
ing sheet. Packed 25 and 100 pieces 
per carton. 


5. SIDE WALL 


2. PLAIN RIDGE ROLL 


7. FORMED VALLEY 


Style "A”. Made in 14" 
girth, 10 ft. lengths. Pack¬ 
ed 250 ft. per carton. 


FLASHING 


10" girth, 5'-6" length. Available 
in I>4" and 2'/ 2 " corrugations to 
match roofing sheet. Packed 55 ft. 
per carton. 


ABOVE ROOFING ACCESSORIES ARE NO. 26 U. S. STANDARD GAUGE—UNLESS OTHERWISE STATED 


































NICHOLS HEVERSTAlK ALUMINUM NAILS 
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LIFETIME NAILS — EASY TO DRIVE-WILL NOT PRODUCE 
— ETCHED FOR GREATER HOLDING POWER- 

Because everyone wants their buildings to last a long time, 
and since nails play a very important part in most every 
building, it is obvious that the best nail for the job should be 
used. Nichols NEVER-STAIN Aluminum Nails are just that. 

They are truly "lifetime" nails that hold better and longer. 

They cannot and will not discolor the surfaces on which they 
are applied. No unsightly red rust stains to ruin paint jobs 
and natural material colors. 

Nichols NEVER-STAIN Aluminum Nails are etched from head 
to point to remove all grease and foreign matter. This fea¬ 
ture gives them greater holding power and makes the exposed 
head surface an excellent painting bond. They are light in 
weight — reduce fatigue and speed up work. They are eco¬ 
nomical as there are almost triple the number of aluminum 


■mu 



UNSIGHTLY RED STAIN FROM RUST 
MORE NAILS PER POUND 

nails per pound as there are steel nails of the same size. 

Here is the best, most efficient roofing nail and washer 
combination ever offered for use with metal roofing. 
Nichols NEVER-STAIN Aluminum Roofing Nails have 
a GORA-LEE Neoprene washer already assembled to 
nail head — ready to drive. These GORA-LEE Neo¬ 
prene washers are weatherproof and resilient. They 
provide an absolutely tight seal between the nail head 
and roofing material (see drawing at left). They allow 
the roof to "breathe". Neoprene has withstood severe 
tests in service from 65° below to 250° above zero. 
^ Made in I %" and 2" lengths, 10 ga., 7/16" head. 
Packed 1050 nails per box with washers attached. 10 
boxes per carton. 


ALUMINUM WOOD SIDING NAILS 

Made of a special hard aluminum (Federal Specification QQ-A-325) fully heat treated and 
cold worked, NICHOLS NEVER-STAIN Aluminum Nails are the most economical nails to 
use in applying wood siding. 

It costs less than $10.00 over the cost of ordinary nails to use aluminum nails on the siding 
of an average 5-room house. Think of it! — no unsightly rust, and etched for greater hold¬ 
ing power. Once applied they are there to stay. 

A 50-lb. package of aluminum nails contains almost 50% more nails than a 100-lb. keg of 
the same size steel nails. Available in 50-lb. cartons in sizes 6d (2" long, 12 ga.), 7d 
(2«/»" long, 12 ga.), and 8d (2*/2" long, II ga.) in either box, sinker or casing head types. 
lOd (2%" x 91/2 ga.) in sinker and casing types. 


ALUMINUM WOOD AND 
INSULATED SIDING NAILS 
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8d Casing Nail 


7d Sinker Nail 


BOX NAILS — For use in applying wood and 
composition siding. No unsightly rust — will not 
stain. ETCHED finish for greater holding power 
and paint bond. Also used for boxing and 
crating. 

CASING NAILS — For use in applying wood sid¬ 
ing. No unsightly rust — will not stain paint. 
ETCHED finish for better holding power and paint 
bond. Not recommended for flooring or other 
hard woods. 

SINKER NAILS — For use in applying wood and 
composition siding. Strong, reinforced counter¬ 
sunk head. No unsightly rust — will not stain 
paint. ETCHED finish for extra holding and 
paint bond. 



A $10.00 added investment in Nichols NEVER-STAIN 
Aluminum Wood Siding Nails on this 5-room house 
would have saved a $200.00 repaint job. 


ALUMINUM TRAILER, ASBESTOS SHINGLE 
& CEDAR SHAKE NAILS 
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l%" Oval Head Trailer Nail 




ASBESTOS SIDING NAILS — For use as a face nail in ap¬ 
plying asbestos siding shingles. No unsightly rustwill not 
stain siding. Less expensive, yet have all the qualities of 
conventional asbestos siding nails. ETCHED finish for greater 
holding power. 

PLASTERBOARD NAILS — For applying sheet rock, rock 
lath and other gypsum boards. Also wall board and other 
building boards. No unsightly rust — no brown spots on 
plaster. ETCHED finish for greater holding power and plaster 
bond on nail head. Do not use with metal lath. 

SHINGLE NAILS — For use in applying wood shingles, alumi¬ 
num barn batten and weather stripping. Also recommended 
for use in applying aluminum joist linings and general sheet 
metal work. No unsightly rust — will not stain surfaces. 
ETCHED finish for better paint bond and greater holding 
power. 


I/ 2 " Asbestos Shingle Nail 


ICedar Shake Nail 


OVAL HEAD TRAILER NAILS — These nails are 
the answer to aluminum trailer builders' demand 
for a rivet-like head, no unsightly rust or staining 
of surface. ETCHED finish provides better paint 
bond and holding power. 

ASBESTOS SHINGLE NAILS — Used for apply¬ 
ing slate and tile roofing. Also as a base nail 
for applying asbestos siding shingles. No un¬ 
sightly rust — will not bleed or stain siding. 
ETCHED finish for greater holding power. 

CEDAR SHAKE NAILS — For applying cedar 
shakes or wood shingles as siding; also interior 
insulation board. Small head makes nail hardly 
noticeable after application. No unsightly rust— 
will not bleed or stain siding. ETCHED finish 
for greater holding power. 


SPECIFICATIONS AND PACKING OF NICHOLS Never-Stain ALUMINUM NAILS 


Type of Nail 

Length 

Size 

Head 

Gauge 

Count 
per lb. 

Type of Nail 

Length 

Size 

Head 

Gauge 

Count 
per lb. 

Box Nail 7d 

2«/ 4 " 

17/M 

12 

513 

Shingle Nail 

7 /«" 

9/32 

l2’/i 

1313 

Casing Nail 8d 

2'/z" 

5/32 

II 

360 

Shingle Nail 

I'A" 

9/32 

l2»/2 

1009 

Sinker Nail 7d 

2'/." 

17/64 

12 

536 

Oval Head Trailer Nail 

l%" 

5/16 

10 

401 

Asbestos Siding Nail 

I%" 

3/16 

13 

877 

Asbestos Shingle Nail 

I'/z" 

10/32 

H'/z 

65? 

Plasterboard Nail 

I'A" 

5/16 

!2'/z 

93? 

Cedar Shake Nail 

iy 4 " 

5/32 

l3'/ 2 

1010 


NOTE: Many other types and sizes aluminum nails too numerous to list in the above table are also available 

Write us about your needs. Packed 50 lbs. to a carton. Nail Counts above are approximate. 


Mason City, Iowa 

Form No. I08-9-48-50M 


NICHOLS WIRE & ALUMINUM 

DAVENPORT. IOWA 



Battle Creek, Mich 

Printed in U. S. 
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